HOOVERS EMBOSSING PRESS. 

Type embossing presses are of use in rubber mills for making 
pattern letter plates, tags and brands, the latter in particular being 
largely used for branding tires, hose and other molded goods. 
This machine, moreover, should be of interest to rubber planters 
in producing tree-tags for recording purposes. 

The metal tape from which the plates are made is famished 
in rolls and may be of zinc, brass, frosted aluminum or colored 
aluminum. The plates may be made with one letter or figure 
adjoining as large a number of letters or figures as may be de¬ 
sired. 

The metal strip is fed automatically between circular die plates 
on which are the alphabet, figures, period, apostrophe, dash and 
slanting line for fractions. The dial is in plain view, showing all 
the characters corresponding with the die plates, also the words, 
“start,” “finish,” and “space.” 

To make a plate the dial is turned so that the word “start” is 
under the index; the handle is then pressed dowh, thus feeding 
the strip, so that the beginning of the plate has the right length. 
The dial is then turned so that the first letter or figure desired 
comes under the index, when the handle is pressed dbwn again, 
feeds the strip the proper distance to receive the character and 
embosses it on the strip. The dial is then turned and the handle 
pressed down on whatever other characters are desired. The 
plate is completed by pressing down the handle on the word 



“finish,” which cuts off the plate, rounding and perforating its 
end and rounding and perforating the beginning of the next plate. 

By this system plates may be embossed with high or low figures 
or letters in the following sizes: 1/8, 3/16, 1/4, 9/32, 5/16, 3/8, 
1/2, 5/8 and 3/4-inch type or letters. [Roov^rs Brothers, 100 
Schermerhorn street, Brooklyn, New York.] 
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